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CAM B25M400 WIFI 

  

4MP RJ45 / WIFI CAMERA | IP66 

Manufacturer: AMIKO 

Description 

Fixed focus: Yes

View Angle: 68º

Infrared LEDs: 2 x 42µ

IR nightvision range: ~25m

IR cut: <0,01 lux

WDR (Wide Dynamic Range): Yes

Android / iOS app support: Yes

Manual exposure setting: Yes

Manual image adjustments: Yes

White balance: Auto / Manual

Motion detection: Yes

E-mail notifications: Yes

FTP support: Yes

Privacy masking: x
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Dynamic DNS support: No-IP, DynDNS, Oray

Compression: H.265 / H.264 / H.265+ / H.264+

Stream profiles: 2 (Main / Sub )

Main stream:2688*1512@25fps>

Sub stream:1280*720@30fps>

Microphone support: Yes, (Built-in)

Network Video Recorder (NVR) compatible: Yes

ONVIF protocol version: 2.4

Supported protocols: TCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP, NTP, SMTP

Ethernet: 10/100M (RJ45)

Power: DC 12V / 500mA

Operation temperature: -20ºC ~ +60ºC RH95%

Dimensions (WxDxH)(mm): 154(W)x70.5(H)x70.5(D)mm

Weight: 370g

 

Recommended:

Junction 310

Powered by TCPDF (www.tcpdf.org)

                       2 / 2

http://www.tcpdf.org

